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Diagrammes de référence pour 2109

143 Water Street

West Bend, WI 53095 USA

PH: 262.334.9461

FX: 262.334.7517

Pour plus d’informations sur les équipements 

Mustang, appeler notre hotline 800-628-0491 ou 

visiter notre site Web : mustangmfg.com

       FRENCH-SL-2.5M-03/09    © 2009  Mustang Manufacturing Co., Inc.  Tous droits réservés.  Imprimé aux Etats-Unis..

B - Par SAE J818, J732, et ISO 14397.

C - Poids de la chargeuse avec équipement, pneus 
standards, godet, operateur (79 kg), et réservoir plein.

Mustang se réserve le droit de faire des 
changements de spéci•cations à tout 
moment sans noti•cation ou obligation.

SPPPÉÉÉCCIFICATIONS
2012 2026 2041 2042044/2054 2056 2076 2086 2702700V0V 2109

DIMENSIONS

A. Hauteur de levée max. 3167 mm 3543546 mm 3584 mm 3645/3721 mm 3866 mm 4115 mm 4115 mmm 4313 mm 4770 mm

B. Hauteur de basculement max. 2438 mm 2742746 mm 2794 mmm 2845/2946 mm 3066 mm 3127 mm 3127 m7 mmm 3310 mm 3607 mm

C. Hauteur 1897 mm 1786 mm 1826 m6 mm 1973 mm 1981 mm 2057 mm 2052052057 mmm 2045 mm 2057 mm

D. Garde au sol 150 mm 152 mm mm 211211 mm 191/197 mm 191 mm 203 mm 203203 mm mm 201 mm 231 mm

E. Longueur (avec godet) 2576 mmm 2892896 m6 mm 2952 mm 3137/3188 mm 3208 mm 3401 mm 3563563 mm 3790 mm 4089 mm

F. Longueur (sans godet) 1905 m5 mmm 2252258 mm 2314 mm 2413/2448 mm 2393 mm 2527 mm 2682687 mm 2921 mm 3099 mm

G. Empattement 77 77 mmmm 876 mm 932 mm 932/978 mm 1067 mm 1097 m7 mmm 1229 mm 1265 mm 1397 mm

H. Portée à pleine hauteur 376376 mm 579 mm 574 mm 654/610 mm 587 mm 841841 mm mm mm 894 mm 864 mm 970 mm

I. Retour arrière du godet 23.4° 29º 29º 28º 24º 27º27º27º 27° 28.5° 28.5°

J. Angle de basculement 46° 42º42º 42º 32º/34º 42º 36º36º 36° 42° 38°

K. Largeur sans godet 909909 mm 1229 mm 1397 mm 1499/1542 mm 1516 mm 1751753 mm 1753 mm 1661 mm 2057 mm

L. Largeur du godet 914 mm 1397 mm 1397 mm 1562 mm 1562 mm 1778 mm 1880 mm 1778 mm 2134 mm

M. Pivot de dégagemenment-arrière 1097 mmm 1374 mm 1484 mm 1283/1506 mm 1562 m2 mmm 1679 mm 1753 mm 1664 mm 2045 mm

N.
Pivot de dégageagemenment- avant sans s 
godet

833833 mm 1120 mm 1102 mm 997/1162 mm 1211211219 m9 mm 1283 mm 1372 mm 1895 mm 1539 mm

O.O.
Pivot de dégdégageagement-  av avantant avec 
godet 

1471473 mm 1763 mm 1758 mm 1854/1892 mm 2012012 m2 mm 2083 mm 2299 mm 2362 mm 2583 mm

P. HauHauteur au siège 879 mm 828 mm 853 mm 879/884 m4 mmm 953 mm 1067 mm 1067 mm 1021 mm 1041 mm

Q. RetRetour arrière à pà pleileine hauteur r 61° 99º 99º 100º 86º 84º 84° 94° 85°

R. Hauteur dr de de déchéchargement 1836 mm 2146 mm 2197 mm 2242242/22/22/2337337 mm mm 2286 mm 2369 mm 2354 mm 2515 mm 2718 mm

S. Angle de de jupe arrière 30° 26º 29º 24º24º24º/26/26º 25º 26º 26° 27.2° 21°

Dimensionions des pneus stastandards 5.70x12 27x8.5x15 HD 10.00x16.5 HD 10.10.00x00x16.5 HD 10.00x16.5 HD 12.00x16.5 HD 12.00x16.5 HD 12.00x16.5 HD 14.00x17.5 HD

MOTEUR

MarMarque Yanmar Yanmar Yanmar Yanmar Deutz Yanmar Yanmar Yanmar Cummins

Modèle 3TNV82 - Stage IIIA 3TNV88 - Stage IIIA4TNV88V88V88 -  - StaStaStage ge IIIA 4TNV88 - Stage IIIA TD2009 - Stage IIIA 4TNV98TA - Stage IIIAAA 4TNV98T - Stage IIIA4TNV98T-Stage IIIA B4.5T-99C - Stage IIIA

Puissassancence nominale 17.9 kW @ 2400 26 kW @ 2600 34 34 kW kW kW @ 2@ 2600600 35 kW @ 3000 46 kW @2600 62.6 kW @ 2500 62.6 kW @ 2500 62.6 kW @ 2500 73.8 kW @ 2200

Cylindindrée 1.33 L 1.64 L 2.22.2 L L 2.19 L 2.3 L 3.3 L 3.3 L 3.33 L 4.5 L

CIRCUIT HYDRAULIQUE

Débit- standard 34 L/min 55 L/min 62.5 L/min 68.1 L/min 72 L/min 81.4 L/min 81.4 L/min 82.3 L/min 110 L/min

Débit élevé N/A N/A N/A N/A N/A 139.7 L/min 136.7 L/min 139.7 L/min 155 L/min

Filtration 4 micron 4 m4 micricricronon 4 micron 7 micron 3 micron 4 micron 4 micron 4 micron 4 micron

Capacité réservoir hydraulique 27.1 L 30.30.3 L3 L 30.3 L 43.5 L 45 L 60 L 60 L 39.7 L 56.8 L

SYSTÈME ÉLECTRIQUE

Batterie 675 CCA 675675 CCA 675 CCA 700 CCA 950 CCA 950 CCA 950 CCA 950 CCA 2750 CCA

Démarreur 1.7 kW 2.3 kW 2.3 kW 2.0 kW 2.0 kW 2.3 kW 2.3 kW 3 kW 4.8 kW

Alternateur 40-ampamp 40-amp 40-amp 40-amp 80-amp 90-amp 90-amp 90-amp 95-amp

CAPACITÉS/PO/POIDSIDS

Charge opérationnelle SAEB 385385 kg kg 476 kg 612 kg 658/748 kg 862 kg 998 kg 1179 kg 1225 kg 1747 kg

Charge opérationnelle SAE avec con--
trepoids en optionB N/AN/A 533 kg 669 kg 703/794 kg 930 kg 1134 kg 1315 kg 1361 kg 1747 kg

Charge de basculementB 771 kg 952 kg 1225 kg 1315/1497 kg 1724 kg 1995 kg 2358 kg 2449 kg 3493 kg

Réservoir à carburant 29 L 38.9 L 47 L 54.1 L 56 L 71.9 L 91 L 79.5 L 115 L

Vitesse- max. 8.9 km/h 9.5 km/h 10.3 km/h 11.3/10.9 km/h 20 km/h 19.8 km/h 19.8 km/h 18.3 km/h 20 km/h

Poids de fonctionnemeemeementntCC 1352 kg 1814 kg 2087 kg 2551/2758 kg 3084 kg 3393 kg 3583 kg 3629 kg 4772 kg
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